
 

 

 

 

         LOSTOMER AG SHEET                                                       Kitagawa series: AGL 

              

 

 

 

 

 

 

 

Application Examples Material Properties 

 

                 Material: ACM 

 

 

 

  

  

                                          

                 Dimensions in mm 

 

 

 

 

 

 

 

 

 

 

  

Part Number Material  A  Available maximum dimensions Colour Material Hardness 

AGL-32-0.5T ACM (AGL-32) 0.5 200x200 Black Durometer Type 32 

AGL-32-1.0 ACM (AGL-32) 1 350x350 Black Durometer Type 32 

AGL-32-2.0 ACM (AGL-32) 2 350x350 Black Durometer Type 32 

AGL-32-3.0 ACM (AGL-32) 3 350x350 Black Durometer Type 32 

AGL-50-1.0T ACM (AGL-50) 1 350x350 Black Durometer Type 50 

AGL-50-2.0T ACM (AGL-50) 2 350x350 Black Durometer Type 50 

AGL-50-3.0T ACM (AGL-50) 3 350x350 Black Durometer Type 50 

• Anti-vibration cushioning, sound damping rubber sheet.  

• Adhesive and non-adhesive options available.  

• Soft material isolates shock waves from low frequencies. 

• Prevents shock waves travelling to the device. 

• Custom sizes available upon request.  

 

 

 

https://mec-uk.co.uk/new-admin/uploads/pdf/mec-application-examples.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/agl-material-properties.pdf

