
 

 

 

 

        CERAMIC CHIP INDUCTORS                                                  MEC series: CC1005 

 

             

 

 

  

                          

            Reel Quantity: 10000pcs 

 

 

        

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                    X: Inductance Tolerance: J= ±5%, K = ±10%, S = ±0.3nh 

 

  

 

 

Application Examples 

Part Number Inductance  
(nH) 100MHz 

Inductance 
Tolerance 

Q Typical SRF (MHz) 
Min 

DCR (Ω)  
(Max) 

IDC (ma) 
(Max) 100 MHz 800 MHz 

CC1005-1N0S 1.0 S 8 28 4000 0.12 300 

CC1005-1N2S 1.2 S 8 28 4000 0.12 300 

CC1005-1N5S 1.5 S 8 30 4000 0.13 300 

CC1005-1N8S 1.8 S 8 28 4000 0.14 300 

CC1005-2N2S 2.2 S 8 30 4000 0.16 300 

CC1005-2N7S 2.7 S 8 30 4000 0.17 300 

CC1005-3N3x 3.3 S, K 8 30 4000 0.19 300 

CC1005-3N9x 3.9 S, K 8 31 4000 0.22 300 

CC1005-4N7x 4.7 S, K 8 30 4000 0.24 300 

CC1005-5N6x 5.6 S, K 8 31 4000 0.27 300 

CC1005-6N8x 6.8 J, K 8 31 3900 0.32 250 

CC1005-8N2x 8.2 J, K 8 34 3600 0.37 250 

CC1005-10Nx 10.0 J, K 8 32 3200 0.42 250 

CC1005-12Nx 12.0 J, K 8 31 2700 0.50 250 

CC1005-15Nx 15.0 J, K 8 30 2300 0.55 250 

CC1005-18Nx 18.0 J, K 8 29 2100 0.65 200 

CC1005-22Nx 22.0 J, K 8 28 1900 0.80 200 

CC1005-27Nx 27.0 J, K 8 27 1600 0.90 200 

CC1005-33Nx 33.0 J, K 8 25 1300 1.00 200 

CC1005-39Nx 39.0 J, K 8 25 1200 1.20 150 

CC1005-47Nx 47.0 J, K 8 23 1000 1.30 150 

CC1005-56Nx 56.0 J, K 8 21 750 1.40 150 

CC1005-68Nx 68.0 J, K 8 19 750 1.40 150 

CC1005-82Nx 82.0 J, K 8 16 600 1.60 100 

CC1005-R10x 100.0 J, K 8 10 600 1.60 100 

CC1005-R12x 120.0 J, K 8 8 600 1.60 100 

• For high frequency applications with high quality factor. 

• Performs up to 10GHz. 

• Impedance Range: 1-120nh.  

• Current Range: 100-300ma.  

  

https://mec-uk.co.uk/new-admin/uploads/pdf/Application%20Examples%20-%20Inductors.pdf


 

 

 

 

  

 

 

 

 

 

 

 

                   

 

 

 

 

 

 

  

 

 

 


