
 

 

 

 

        FLEXIBLE FERRITE SHEET                                Kitagawa series: FFSW 

 

  

 

 

 

                                 

                                  

 

 

                               Material 

                               - PET with adhesive layer PET. 

                               - Ferrite sheet. 

                               - Double sided adhesive tape.  

              

 

 

 

 

 

       

 

       

                           

                                          

 

        

              

               

 

 

 

 

  

Guide to EMI Absorbers 

Part Number A B C D 

FFSW 50 60 52 11.5 

Properties FFSW 

Sheet Type Flexible 

Standard Size (mm) 50 x 60 

Ferrite Thickness (mm) 0.1 

PSA Thickness (mm) 0.03 

PET Film Thickness (mm) 0.08 

Total Thickness (mm) 0.21, 0.31, 0.41 

Magnetic Permeability (µ') ≥380/100kHz 

Saturation Magnetic Flux Density (mt) 240mT 

Curie Temperature (°C) ≥125 

Volume Resistivity (Ωcm) 10⁶ 

Operating Temperature (°C) -40~+85 

 

• Sintered finish provides high impact resistance. 

• Suited for thin modules.  

• Custom sizes available upon request.  

• Ideal for low frequency wireless charging.  

• Increases field strength of transmitter and receiver. 

• Magnetic permeability is 1800 at 10kHz.   

https://mec-uk.co.uk/new-admin/uploads/pdf/Introduction%20to%20EMC%20suppresion%20sheets.pdf


 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

 

  

 

 


