
 

 

 

EMC GROUNDING STRAPS                                             Kitagawa series: FGM 

 

  

 

 

                  MATERIAL 
                  - Mesh: Tinned copper wire.  
                  - Terminal: Round terminal 
                  - Coating: Heat shrink tube (black).  

       

                                          DIMENSIONS (mm) 

                      

 

 

 

 

 

 

               

 

               

 

 

             

   
                

  

  

Part Number A (B) C Thread size 
FGM-50-M3 50 8.5 2.5 M3 

FGM-100-M3 100 8.5 2.5 M3 
FGM-150-M3 150 8.5 2.5 M3 
FGM-200-M3 200 8.5 2.5 M3 
FGM-50-M4 50 8.5 2.5 M4 

FGM-100-M4 100 8.5 2.5 M4 
FGM-150-M4 150 8.5 2.5 M4 
FGM-200-M4 200 8.5 2.5 M4 
FGM-265-M4 265 8.5 2.5 M4 
FGM-300-M4 300 8.5 2.5 M4 
FGM-400-M4 400 8.5 2.5 M4 

 

 Excellent impedance characteristics at high frequency range. 
 Extra thin flexible wire mesh with tin plated connection terminals. 
 Custom sizes mesh straps available upon request.  
 Suited to various applications where electrical connection between 

fixed/mobile or removable elements of the assembly is required 
for EMI shielding or ESD suppression.  
 

 


