
 

 

 

                FERRITE CHIP BEADS                                      Kitagawa series: MLB C 

 
             

 

 

  
                                   

                          Temperature Range: -40⁰C ~ +125⁰C 

        

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

              
 
 
 
 
 
 

 

 

Part Number Impedance (Ω) 
@100MHz ± 25% 

DCR (Ω) Max Rated Current  
(ma) (Max) 

MLB-160808-0030C25 30 0.05 50 
MLB-160808-0060C30 60 0.04 50 
MLB-160808-0080C30 80 0.04 50 
MLB-160808-0120C30 120 0.04 50 
MLB-160808-0220C15 220 0.15 50 
MLB-160808-0300C20 300 0.10 50 
MLB-160808-0600C10 600 0.20 50 
MLB-160808-0033C40 33 0.035 35 
MLB-201209-0060C40 60 0.035 35 
MLB-201209-0080C50 80 0.02 35 
MLB-201209-0120C50 120 0.02 35 
MLB-201209-0250C30 250 0.04 35 
MLB-201209-0300C30 300 0.04 35 
MLB-201209-0600C20 600 0.10 25 
MLB-201209-1000C10 1000 0.20 25 
MLB-201209-0080C50 80 0.035 25 
MLB-201209-0120C50 120 0.02 15 
MLB-201209-0250C30 250 0.04 15 
MLB-201209-0300C30 300 0.04 15 
MLB-201209-0600C20 600 0.10 5 
MLB-201209-1000C10 1000 0.20 5 
MLB-321611-0080C40 80 0.035 5 
MLB-321611-0120C60 120 0.01 3 
MLB-321611-0300C10 300 0.20 3 
MLB-321611-0600C30 600 0.04 1 
MLB-321611-1000C10 1000 0.20 1 

 Suited for high current applications. 
 Low DC Resistance 
 Impedance Range: 30-1000ohm   
 Current Range: 1000-6000ma. 



 

 

 

 
 

  

 

 

 

 

 

 

       

 

                   

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

  

 

 

 

Size Code A B C D Reel Quantity 
160808 (0603) 1.60±0.2 0.80±0.2 0.80±0.2 0.30±0.2 4000 
201209 (0805) 2.00±0.2 1.20±0.2 0.90±0.2 0.50±0.3 4000 
321611 (1206) 3.20±0.2 1.60±0.2 1.10±0.2 0.50±0.3 3000 

 

 



 

 

 

 

 

 

 


