
 

 

 

 

      FERRITE CHIP BEADS                                                                  MEC series: MFB-H 

 

             

 

 

  

                    

In traditional ferrite bead (horizontal) structures there exists stray capacity between the internal and external electrodes. 

           As a result of this the impedance of the ferrite bead is much lower in higher frequency environments (above 400Mhz).  

           The MFB-H profile has a vertical internal structure that reduces empty capacity and thus improves performance  

           considerably for higher frequency applications. 

 

 

 

 

 

 

 

 

  

                                                Dimensions are in mm.  

 

 

 

 

 

Size Code A B C D Reel Quantity 

100505 (0402) 1.0±0.05 0.5±0.05 0.5±0.05 0.1 ~ 0.3 10000 

160808 (0603) 1.60±0.2 0.80±0.2 0.80±0.2 0.30±0.2 4000 

• At 1GHz impedance is 3 times greater than standard MFB range. 

• For high frequency applications.  

• Monolithic structure provides high reliability. 

• Impedance Range: 100-1500ohm.    

• Current Range: 50-300ma. 

• Typical applications include automotive, communication devices, 

industrial machines, medical devices and energy management. 

  

 

 

 



 

 

 

 

 

                           

        

 

 

 

 

 

 

 

 

 

 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Part Number Impedance (Ω) 
@100MHz ± 25% 

Impedance (Ω) 
@1GHz 500mv 

DCR (Ω) 
Max 

Rated Current  
(ma) (Max) 

Engineering 
Spec 

MFB-100505-0120HA 120 ±25% 800 ±40% 0.7 300 PDF 

MFB-100505-0150HB 150 ±25% 500 ±40% 0.7 300 - 

MFB-100505-0200HC 200 ±25% 400 ±40% 0.7 200 PDF 

MFB-100505-0220HD 220 ±25% 1000 ±40% 1 250 PDF 

MFB-100505-0220HE 220 ±25% 400 ±40% 0.7 200 PDF 

MFB-100505-0300HF 300 ±25% 400 ±40% 0.8 200 PDF 

MFB-100505-0330HG 330 ±25% 400 ±40% 0.7 200 PDF 

MFB-100505-0470HH 470 ±25% 1000 ±40% 1 100 PDF 

MFB-100505-0600HI 600 ±25% 1100 ±40% 1.2 100 PDF 

MFB-100505-0750HJ 750 ±25% 1100 ±40% 1.6 100 PDF 

MFB-100505-1000HK 1000 ±25% 1300 ±40% 1.6 100 PDF 

MFB-100505-1500HL 1500 ±25% 1500 ±40% 1.8 250 PDF 

MFB-100505-1800HM 1800 ±25% 1500 ±40% 2.2 200 PDF 

MFB-160808-0100HN 100 ±25% 700 ±40% 0.5 200 - 

MFB-160808-0120HO 120 ±25% 200 ±40% 0.25 300 PDF 

MFB-160808-0200HP 220 ±25% 1100 ±40% 0.8 100 - 

MFB-160808-0220HQ 220 ±25% 1100 ±40% 0.8 100 PDF 

MFB-160808-0300HR 300 ±25% 400 ±25% 0.5 200 PDF 

MFB-160808-0330HS 330 ±25% 400 ±40% 0.5 200 PDF 

MFB-160808-0470HT 470 ±25% 500 ±40% 0.7 200 PDF 

MFB-160808-0600HU 600 ±25% 700 ±40% 0.9 100 PDF 

MFB-160808-0800HV 800 ±25% 1000 ±40% 1.5 50 PDF 

MFB-160808-1000HW 1000 ±25% 1000 ±40% 1.5 50 PDF 

https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0120HA.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0200HC.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0220HD.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0220HE.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0300HF.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0330HG.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0470HH.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0600HI.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-0750HJ.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-1000HK.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-1500HL.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-100505-1800HM.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0120HO.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0220HQ.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0300HR.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0330HS.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0470HT.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0600HU.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0800HV.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-1000HW.pdf

