
 

 

 

 

            FERRITE CHIP BEADS                                                      MEC series: MFB-P 

 

             

 

 

  

                              

      

        

                                 Temperature Range: -40⁰C ~ +125⁰C 

 

        

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

              

 

 

  

Part Number Impedance (Ω) 
@100MHz ± 25% 

DCR (Ω) Max Rated Current  
(ma) (Max) 

Engineering 
Specification  

MFB-160808-0030PQ 30 0.04 3000 PDF 

MFB-160808-0060PQ 60 0.04 3000 PDF 

MFB-160808-0120PP 120 0.07 2500 PDF 

MFB-160808-0220PN 220 0.09 2000 PDF 

MFB-160808-0300PN 300 0.09 2000 PDF 

MFB-201209-0011PW 11 0.015 6000 PDF 

MFB-201209-0040PR 40 0.02 4000 PDF 

MFB-201209-0080PU 80 0.015 5000 PDF 

MFB-201209-0120PU 120 0.015 5000 PDF 

MFB-201209-0250PQ 250 0.04 3000 PDF 

MFB-201209-0300PN 300 0.09 2000 PDF 

MFB-201209-0600PN 600 0.09 2000 PDF 

MFB-321611-0050PW 50 0.015 6000 PDF 

MFB-321611-0060PQ 60 0.04 3000 PDF 

MFB-321611-0075PQ 75 0.03 3000 PDF 

MFB-321611-0080PR  80 0.02 4000 PDF 

MFB-321611-0090PQ 90 0.04 3000 PDF 

MFB-321611-0120PW 120 0.015 6000 PDF 

MFB-321611-0150PN 150 0.09 2000 PDF 

MFB-321611-0500PP 500 0.07 2500 PDF 

MFB-321611-0600PP 600 0.07 2500 PDF 

MFB-321611-1200PL  1200 0.20 1000 PDF 

• Excellent solderability and heat resistance. 

• Low DC Resistance.  

• Monolithic structure for high reliability.  

• Impedance Range: 30-1200ohm   

• Current Range: 1000-6000ma. 

• Typical applications include communication devices, 

automotive, industrial machines, energy 

management systems, consumer electronics and 

medical devices.  

  

 

https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0030PQ.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0060PQ.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0120PP.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0220PN.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-160808-0300PN.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-201209-0011PW.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-201209-0040PR.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-201209-0080PU.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-201209-0120PU.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-201209-0250PQ.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-201209-0300PN.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-201209-0600PN.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-0050PW.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-0060PQ.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-0075PQ.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-0080PR.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB321611-0090PQ.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-0120PW.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-0150PN.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-0500PP.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-0600PP.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/MFB-321611-1200PL.pdf


 

 

 

 

 

  

  

 

  

 

 

 

 

 

 

       

 

                   

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

  

 

 

 

Size Code A (mm) B (mm) C (mm) D (mm) Reel Quantity 

160808 (0603) 1.60±0.2 0.80±0.2 0.80±0.2 0.30±0.2 4000 

201209 (0805) 2.00±0.2 1.20±0.2 0.90±0.2 0.50±0.3 4000 

321611 (1206) 3.20±0.2 1.60±0.2 1.10±0.2 0.50±0.3 3000 

 


