
 

 

 

 

                   SHEILDED POWER INDUCTORS                     MEC series: SS6025 

 

             

 

 

 

 

                               Operating Temperature Range: -40⁰C to +125⁰C. 

                               Reel Quantity: 1000pcs 

 

 

                                 

 

  

 

 

 

 

          

 

 

 

 

 

                                                                           

            

                  

 

 

 

Application Examples SS6028 Series 

Part Number Inductance (µH) DCR (Ω) Max  Isat (A) (Max) Irms (A) (Max) Test Frequency 

SS6025-4R7M 4.7 ± 20% 0.0367 1.5 1.5 100KHz 

SS6025-6R8M 6.8 ± 20% 0.0531 1.3 1.5 100KHz 

SS6025-100M 10 ± 20% 0.0688 1.0 1.3 100KHz 

SS6025-150M 15 ± 20% 0.102 0.88 1.1 100KHz 

SS6025-220M 22 ± 20% 0.146 0.73 0.94 100KHz 

SS6025-330M 33 ± 20% 0.216 0.59 0.79 100KHz 

SS6025-470M 47 ± 20% 0.288 0.48 0.67 100KHz 

SS6025-680M        68 ± 20% 0.444 0.42 0.54 100KHz 

SS6025-101M 100 ± 20% 0.600 0.33 0.47 100KHz 

• Low DC Resistance.  

• Size: 6.2x6.2x2.7mm.  

• Inductance Range: 4.7 – 100uh. 

• Current Range: 0.33 – 1.5A.  

 

https://mec-uk.co.uk/new-admin/uploads/pdf/Application%20Examples%20-%20Inductors.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/Sheilded%20Power%20Inductors%20-%20SS6028.pdf

