
 

 

 

 

          SHEILDED POWER INDUCTORS                                        MEC series: SSD124 

 

             

 

 

  

                          

                 Operating Temperature Range: -40⁰C to +125⁰C. 

                  Reel Quantity: 400pcs 

           

Application Examples SSD125 Series SSD127 Series 

 

 

                                 

 

  

 

 

 

 

          

 

 

 

 

 

                                                                           

            

 

 

                  

 

 

Part Number Inductance (µH) DCR (Ω) Max  IDC (A) Test Frequency 

SSD124-3R9N 3.9 ± 30% 0.015 6.50 100KHz 

SSD124-4R7N 4.7 ± 30% 0.018 5.70 100KHz 

SSD124-6R8N 6.8 ± 30% 0.023 4.90 100KHz 

SSD124-8R2N 8.2 ± 30% 0.026 4.60 100KHz 

SSD124-100M 10 ± 30% 0.028 4.50 100KHz 

SSD124-120M 12 ± 30% 0.038 4.00 100KHz 

SSD124-150M 15 ± 20% 0.050 3.20 100KHz 

SSD124-180M        18 ± 20% 0.057 3.10 100KHz 

SSD124-220M 22 ± 20% 0.066 2.90 100KHz 

SSD124-270M 27 ± 20% 0.080 2.80 100KHz 

SSD124-330M 33 ± 20% 0.097 2.70 100KHz 

SSD124-390M 39 ± 20% 0.132 2.10 100KHz 

SSD124-470M 47 ± 20% 0.160 1.90 100KHz 

SSD124-560M 56 ± 20% 0.190 1.80 100KHz 

SSD124-680M 68 ± 20% 0.220 1.50 100KHz 

SSD124-820M 82 ± 20% 0.260 1.30 100KHz 

SSD124-101M 100 ± 20% 0.308 1.20 100KHz 

SSD124-121M 120 ± 20% 0.380 1.10 100KHz 

SSD124-151M 150 ± 20% 0.530 0.95 100KHz 

SSD124-181M 180 ± 20% 0.620 0.85 100KHz 

SSD124-221M 220 ± 20% 0.700 0.80 100KHz 

SSD124-271M 270 ± 20% 0.870 0.60 100KHz 

SSD124-331M 330 ± 20% 0.990 0.50 100KHz 

• Good isolation of leakage flux. 

• Lower emissions of magnetic radiation and noise. 

• Size: 12.3x12.3x4.5mm.  

• Inductance Range: 3.9 – 330uh. 

• Current Range: 0.50 – 6.50A.  

https://mec-uk.co.uk/new-admin/uploads/pdf/Application%20Examples%20-%20Inductors.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/SSD125.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/SSD127.pdf


 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 


