
 

 

 

            MINI PLASTIC CLAMP                                             Kitagawa series: UAMS 

             

  

 

 

 

 

 

                      Material: Nylon 66 (Colour: natural or black) 
                                        Flammability: Natural: UL 94-V-0, Black: UL 94-V-2 
                                        Dimensions in mm      

 
     Black product has -2 at end of part number, for V-0 type V-0 is added to end of part number.  

 

 

 

 

 

 

 

 

 

 

 
  

Part Number (A) (B) C D W Snap Type Mounting hole 
size 

Panel thickness Pack Quantity 

UAMS-02WL-0 4.4 3.2 4.0 2.5 8.2 A Ǿ3 + 00.1 0.8 ~ 1.2 1000pcs 
UAMS-02WH-2 4.4 3.6 4.0 2.5 8.2 A Ǿ3 + 00.1 1.2 ~ 1.6 1000pcs 

UAMS-02-0 3.9 3.0 2.2 1.5 7.0 B Ǿ1.9 - 0.01 1.6 ± 0.1 1000pcs 
UAMS-03-0 6.0 3.1 2.2 1.5 7.0 B Ǿ1.7 + 0.001< 1.6 ± 0.1 1000pcs 
UAMS-03-W 6.0 3.0 2.2 1.5 9.0 B Ǿ1.7 + 0.001< 1.6 ± 0.1 1000pcs 
UAMS-05-0 8.2 3.4 3.6 2.0 9.0 B Ǿ3 ± 0.005 1.2 ~ 1.6 1000pcs 
UAMS-05-2 8.7 2.9 3.6 2.0 9.0 B Ǿ3 ± 0.005 1.0 ~ 1.2 1000pcs 

UAMS-05S-2 7.7 5.0 4.4 3.4 9.0 B Ǿ3 ± 00.05 1.6 + 00.15 1000pcs 
UAMS-05SN 7.9 3.9 4.4 3.0 9.0 A Ǿ3 ± 00.05 1.0 ± 0.2 1000pcs 

UAMS-05SN-W 7.9 3.9 4.4 3.0 11.0 A Ǿ3 ± 00.05 1.0 ± 0.2 1000pcs 
UAMS-05L-0 7.7 4.9 4.5 3.5 9.0 A Ǿ3 ± 0.01 1.6 ± 0.1 1000pcs 
UAMS-07-0 9.6 4.4 4.5 3.0 10.6 A Ǿ3.5 ± 0.1 1.6 ± 0.1 1000pcs 
UAMS-09-0 11.7 4.4 4.5 3.0 11.8 A Ǿ3.5 ± 0.1 1.6 ± 0.1 1000pcs 
UAMS-11-0 13.5 4.4 4.5 3.0 11.8 A Ǿ3.5 ± 0.1 1.6 ± 0.1 1000pcs 

 Compact space saving design.  
 For snap mounting.  
 Designed for round hole insertion.  

 


