
 

 

 

WIRE MESH GASKET                                                                               series: WM 

               Material  
                - Nickel-copper alloy (monel) wire. 
                - Standard length: 10m. (dimensions listed are in mm) 
                
                WMS Series (Rectangular)   

                 

  

 

 

 

                  WMR Series (Round)  
         

                   

 

     

                                  
                   

 

 

                   WMH Series (P Shape) 

 

                             

 

  
 
                     WMD Series (Double P Section) 
                       
                

 

 

 
  

Part Number H W 
WMS-15-15-M 1.5 1.5 
WMS-15-32-M 1.5 3.2 
WMS-23-23-M 2.3 2.3 
WMS-23-32-M 2.3 3.2 
WMS-32-32-M 3.2 3.2 
WMS-32-39-M 3.2 3.9 
WMS-47-47-M 4.7 4.7 

Part Number D 
WMR-13-M 1.3 
WMR-15-M 1.5 
WMR-18-M 1.8 
WMR-24-M 2.4 
WMR-32-M 3.2 
WMR-35-M 3.5 
WMR-39-M 3.9 
WMR-47-M 4.7 
WMR-63-M 6.3 
WMR-92-M 9.2 

Part Number D W 
WMH-19-95-M 1.9 9.5 

WMH-19-126-M 1.9 12.6 
WMH-25-128-M 2.5 12.8 
WMH-32-126-M 3.2 12.6 

Part Number D W 
WMD-19-158-M 1.9 15.8 
WMD-25-126-M 2.5 12.6 

 

 

 Mesh structure conforms to irregular surfaces, providing reliable shielding.  
 Non-braiding/wire loosening profiles available, allowing cutting. 

 


