
 
 

 

             THERMAL CONDUCTIVE FILM                               series: W2TR 

 

        

 

 

 

 

  

  

 

 

 

 

 

                                      

                

  

 

 

 

 

 

 

           

 

               

 

 

   

 

 

Item  Unit W2TR130A W2TR090B W2TR130Y Test Method 

Thermal Conductivity W/mk 1.3 0.9 1.3 ASTM D5470 

Hardness Shore A 80 85 80 ASTM D2240 
Thickness mm 0.23 0.23/0.30/0.45 0.23 ASTM D374 

Specific Gravity g/cm³ 2.0 1.9 2.0 ASTM D792 

Weight Loss % <1 <1 <1 120⁰C/24 hours 

Tensile Strength Kgf/cm² >6 250 243.7 ASTM D412 

Elongation % 5 - - ASTM D412 

Insulation Strength kV/0.23mm >6 >6 >6 ASTM D149 
Flammability - 94-V-0 94-V-0 94-V-0 UL 

Max Temperature Range ⁰C -60 ~ +180 -60 ~ +180 -60 ~ +180 - 

Colour - Pink  Grey Yellow  Visual  

Surface Resistance Ω >10ᴵ³ >10ᴵ³ >10ᴵ³ ASTM D257 

Volume Resistivity Ω.cm >10ᴵ³ >10ᴵ³ >10ᴵ³ ASTM D257 

ROHS3 - Compliant Compliant Compliant SGS 
Halogen Free - Compliant Compliant Compliant SGS 

REACH (SVHC) - Compliant Compliant Compliant SGS 

Polymer  - Silicone Silicone Silicone - 

 Thermal conductivity: 0.90W/mk. 
 Conforms to irregular surfaces.  
 Effective thermal interface between heat sinks and devices.  
 Eliminates air gaps. 
 Fibreglass reinforcement.  
 Flammability rating: UL 94 V-0. 
 Available with adhesive one side.  
 Typical applications include hard drives, computer parts, 

signal amplifier, memory modules and LED displays. 
 


