
 

             SORBOTHANE BUSHINGS AND WASHERS (METRIC)                            
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                   Dimensions in mm 

 

  

Part Number Dimensions Duro Rated Load (kg) Engineering Drawing 

A  B C D E 

0510030-30-10 12.7 5.6 4.8 3.0 9.9 30 0.11 ~ 0.27 PDF 

0510030-50-10 12.7 5.6 4.8 3.0 9.9 50 0.34 ~ 0.79 PDF 

0510030-70-10 12.7 5.6 4.8 3.0 9.9 70 1.6 ~ 3.6 PDF 

0576170-30-10  18.3 12.7 3.8 7.1 5.1 30 1.3 ~ 3.6 PDF 
0576170-50-10 18.3 12.7 3.8 7.1 5.1 50 1.8 ~ 5.0 PDF 

0576170-70-10 18.3 12.7 3.8 7.1 5.1 70 3.6 ~ 9.5 PDF 

0510005-30-10 25.4 11.7 4.8 7.1 7.9 30 3.2 ~ 8.2 PDF 

0510005-50-10  25.4 11.7 4.8 7.1 7.9 50 6.8 ~ 11.3 PDF 

0510005-70-10 25.4 11.7 4.8 7.1 7.9 70 9.1 ~ 19.1 PDF 

0510002-30-10 25.4 11.4 4.8 6.4 15.2 30 5.09 ~ 9.8 PDF 

0510002-50-10 25.4 11.4 4.8 6.4 15.2 50 9.8 ~ 15.0 PDF 

0510002-70-10 25.4 11.4 4.8 6.4 15.2 70 12.7 ~ 20.0 PDF 

0510035-30-10 25.4 11.4 9.7 6.4 20.1 30 0.45 ~ 0.91 TBA 

0510035-50-10 25.4 11.4 9.7 6.4 20.1 50 1.36 ~ 3.2 TBA 

0510035-70-10 25.4 11.4 9.7 6.4 20.1 70 5.9 ~ 15.0 TBA 

 

 

• Designed to isolate vibration and absorb shock. 

• Can be used in both shear and compression direction 

• Weight range: 0.18-29kg per unit 

• Using a bush and washer together can create a floating bolt that 

isolates the unit from any metal-to-metal contact 

• Bushings may be used in tension connections. 

• ROHS and REACH SVHC compliant  

https://mec-uk.co.uk/new-admin/uploads/pdf/0510030-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510030-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510030-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0576170-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0576170-50-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0576170-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510005-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510005-50-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510005-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510002-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510002-50-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510002-70-10.pdf
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Part Number Dimensions Duro Rated Load (kg) Engineering Drawing 

A C D 

0510020-30-10 12.7 3.3 3.3 30 0.2 ~ 0.3 PDF 

0510020-50-10 12.7 3.3 3.3 50 0.5 ~ 0.9 PDF 

0510020-70-10 12.7 3.3 3.3 70 1.8 ~ 4.5 PDF 

0510010-30-10 12.7 4.8 5.9 30 0.09 ~ 0.18 PDF 

0510010-50-10 12.7 4.8 5.9 50 0.22 ~ 0.57 PDF 

0510010-70-10 12.7 4.8 5.9 70 1.1 ~ 2.7 PDF 

0510012-30-10 25.4 3.2 11.4 30 0.9 ~ 2.0 PDF 

0510012-50-10 25.4 3.2 11.4 50 2.6 ~ 6.1 PDF 

0510012-70-10 25.4 3.2 11.4 70 11.4 ~ 29.0 PDF 

0510001-30-10 25.4 4.8 11.4 30 0.5 ~ 0.9 PDF 

0510001-50-10 25.4 4.8 11.4 50 1.6 ~ 3.6 PDF 

0510001-70-10 25.4 4.8 11.4 70 6.8 ~ 15.9 PDF 

0510015-30-10 25.4 9.7 11.4 30 0.3 ~ 0.7 PDF 

0510015-50-10 25.4 9.7 11.4 50 1.0 ~ 2.3 PDF 

0510015-70-10 25.4 9.7 11.4 70 4.3 ~ 10.7 PDF 

0510045-30-10 31.8 9.7 12.7 30 0.9 ~ 1.4 PDF 

0510045-50-10 31.8 9.7 12.7 50 2.0 ~ 4.1 PDF 

0510045-70-10 31.8 9.7 12.7 70 9.1 ~ 18.1 PDF 

0510050-30-10 38.1 12.7 12.7 30 0.9 ~ 1.8 PDF 

0510050-50-10 38.1 12.7 12.7 50 2.7 ~ 6.4 PDF 

0510050-70-10 38.1 12.7 12.7 70 13.6 ~ 29.5 PDF 

 

https://mec-uk.co.uk/new-admin/uploads/pdf/0510020-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510020-50-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510020-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510010-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510010-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510010-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510012-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510012-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510012-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510001-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510001-50-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510001-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510015-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510015-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510015-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510045-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510045-50-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510045-70-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510050-30-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510050-50-10.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/0510050-70-10.pdf


 

 

 

                            Notes 

                            - Load ratings assume a 10-20% deflection of the material. 

                            - This is achieved by combination of system weight and torquing of the connecting bolts.  

                            - Do not over torque the bolts as this worsens the product performance and shortens the bush life.  

                            - Use high quality (thread deforming) lock nuts or double jam nuts to assure your connections do not loosen.  

                            - High amplitude vibrations require special, heavy-duty inserts.  

 

  

 

 

 

 

 

 

                        Datasheet Links   

• MATERIAL PROPERTIES 

• PERFORMANCE DATA 

• WHAT IS SORBOTHANE? 

• IMPERIAL MEASUREMENTS 
 

 

https://mec-uk.co.uk/new-admin/uploads/pdf/Material%20Properties%20-%20Sorbothane.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/Performance%20data%20-%20Sorbothane.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/What%20Is%20Sorbothane.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/Sorbothane%20Bushings%20And%20Washers%20-%20Imperial.pdf

