
 

             SMALL INDUSTRIAL MACHINE MOUNT                            Series: SE-ACV  
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                  MATERIAL             

                   - Polymer Body: Kraiburg TPE 

                   - Thread: Stainless steel.  

                   - Wide flange washer DIN-9021: Stainless steel 

                   - Self-locking nut DIN-934-A2: Stainless steel 

                   - Support plate: Zinc plated aluminium with 3mm EPDM 

 

 

 

 

                                         

 

  

 

 

 

 

 

 

  

  

Part Number Colour  Thread Size Weight Range (Kg) per mount Performance Data  

SE-ACV-V150xx Green M8 – M20 50 ~ 160 PDF 

SE-ACV-A280xx Blue M8 – M20 103 ~ 300 PDF 

SE-ACV-R400xx Red M8 – M20 168 ~ 400 PDF 

 

• Suited for use in medium-high frequency range (above 1200rpm). 

• Eradicates vibrations and noise pollution from 20Hz.  

• Excellent weather resistance and slow aging.  

• Weight Range: 50kg to 400kg per mount. 

• All parts supplied with nuts and washers.  

• Typically used for supporting internal and external mounted 

industrial equipment and machinery.  

 

 

 

https://mec-uk.co.uk/new-admin/uploads/pdf/SE-ACV-V150.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/SE-ACV-A280.pdf
https://mec-uk.co.uk/new-admin/uploads/pdf/SE-ACV-R400.pdf

