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PCB PLUG-IN ELEMENT WITH DRILLED HOLE Series: SEB

Material: TPE (Thermoplastic elastomer)

Colour: black
Hardness: Approx. 65 Shore A

Temperature Range: -40 to +100°C.

Fire Resistance: UL 94-V-0.

Typical applications include CCTV systems, surgical equipment, robots,
automotive electronics and computer hardware.
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SEB-16-60-30 6.0 8.0 1.4 2.0 3.0 5.0 15.4

SEB-16-60-40 6.0 8.0 1.4 2.0 4.0 5.0 16.4

SEB-16-80-30 8.0 8.0 1.4 2.0 3.0 5.0 17.4

SEB-16-80-40 8.0 8.0 1.4 2.0 4.0 5.0 18.4

SEB-16-100-30 | 10.0 8.0 1.4 2.0 3.0 5.0 19.4

SEB-16-100-40 | 1.0 8.0 1.4 2.0 4.0 5.0 20.4
Dimensions in mm

Part number series | Thickness of PCB (1.6mm) | Dimension A (6mm) | Dimension E: 30 = 3-3.5mm drilled holes
40 = 4-4.5mm drilled holes

Mounting Guidance

Email: sales@gelmec.co.uk Tel: +44 (0)1493 668622



https://mec-uk.co.uk/new-admin/uploads/pdf/PCB%20mounting%20elements%20-%20mounting%20guidance.pdf

